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The Najwa desks feature pure and natural
aesthetics in line with modern trends.

Standing out with their trapezium legs combining the
warmth of solid wood with the strength of the metal

and offering a wide variety of configurations and
cable management solutions, Najwa is ideal for open

spaces or coworking spaces, making it the perfect
choice for all work space layouts.
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70 / 80

"A" arch leg

190 / 210 / 230

Single desk 
on B-box console

top view

Tops with cable ports
(D 70 / D 80 cm)

143 / 163

190 / 210 / 230

Multi-workstations
 on B-box console

top view

Wood legs finish

Multi-workstation "A" arch leg

Tops and B-box console
MFC finishes

56

180

29    29

Tops with Top Access hatch
(only D 80 cm)

B-box console
front view

Desk - top view
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120 / 140 / 160 / 180
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Top
25 mm thick Structurex® 
melamine-coated tops. 2 mm 
thick shock-proof ABS edging.

Screw feet
Adjustable screw feet 
to compensate for any 
unevenness in the floor. 

Electrification
Top fitted Ø 80 mm cable ports, or a 
single Top Access hatch, white finish, 
depending on version.

25 mm thick Structurex® melamine-coated tops. 2 mm thick shock-proof ABS edging.

Tops fitted with Ø 80 mm cable ports, white finish, or a Top Access hatch (useful dimensions L 30,9 cm / D 11,6 cm) in white 
finish to feed cables. A cable tray is available as an option.

Optional single electrified Top Access hatch equipped with an electrical socket strip including 3 power outlets, 2 USB sockets + 1 
HDMI socket + 1 RJ45 socket, with a 3 m power supply cable. RJ45 and HDMI cables not supplied.
Structural beam, cross-section 45 x 25 mm, made of metal in white lacquered epoxy finish.

Metal "A" arch legs, cross-section 50 x 50 mm, in white lacquered epoxy finish in the upper part and natural varnished solid 
beech, cross-section 50 x 30 mm, in the lower part.

Adjustable screw feet of diameter 30 mm and range 10 mm to compensate for any unevenness in the floor.

Single or multi-workstation desks available with B-box return console (dim. L 180 / D 60 / H 59,5 cm). 
The B-box console, which can be positioned on the right or left of the desks, consists of 2 compartments 
L 56 / D 56 cm and 2 compartments L 29 / D 56 / H 50 cm.

Optionally, the B-box console can be equipped with 1 hinged door, 1 sliding door or 1 drawer for lateral filing.

An optional top unit can be placed on the B-box.

Leg
Metal "A" arch legs, cross-section 50 x 50 mm, 
with white lacquered epoxy finish in the upper 
part and natural varnished solid beech in the 
lower part.

CHARACTERISTICS

TECHNICAL DESCRIPTION
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Hub Spaces, 582 Honeypot Lane, Stanmore, HA7 1JS, UK
www.auraadesign.co.uk

020 3915 8008
info@auraadesign.co.uk


