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The Nadalia operator desk features a light
and harmonious silhouette, with the ribbon

metal leg frame.
 

Clever, modern and accessible, Nadalia is
available in single or shared configurations. This

contemporary and stylish range offers the
essential functions to work, read and meet.
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Double ribbon leg

side view

Tops with 2 part drilled
cable ports

17,5

Metal legs finish

Desk - front view

39

Tops and modesty panels MFC finishes

Desk - top view

120 / 140 / 160 / 180
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Tops of back-to-back workstations
with scalloped edge
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Structure
25 mm thick Structurex® melamine-
coated modesty panel

Top
25 mm thick Structurex® melamine-coated tops, 
2 mm thick shock-proof ABS edging, with 2 part 
drilled cable ports.

Leg
Stylish double ribbon leg made of 25 x 25 mm 
square tube, with black epoxy paint finish. 

25 mm thick Structurex® melamine-coated tops with 2 part drilled cable ports.

2 mm thick shock-proof ABS edging.

Stylish double ribbon leg made of 25 x 25 mm square tube, with black epoxy paint finish.
25 mm thick Structurex® modesty panel with 2 cutouts at the top to feed cables and reinforced with a metal beam
on L 180 cm DESK.

Tops of back-to-back workstations with groove L 22 cm x D 4 cm providing space for hands and access to the optional

metal cable tray.

Adjustable screw feet of Ø 30 mm and 10 mm range to compensate for any unevenness in the floor.

CHARACTERISTICS

TECHNICAL DESCRIPTION
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Hub Spaces, 582 Honeypot Lane, Stanmore, HA7 1JS, UK
www.auraadesign.co.uk

020 3915 8008
info@auraadesign.co.uk


