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Vallea lockers are made up of modules with sizes customizable in 10 mm increments: height adjusted from 300 mm to 2000 mm,
width from 300 mm to 600 mm, depth from 350 to 600 mm. Modules of different heights are stacked on one another and form a
column. The modules in one column must be of the same depth and width. Carcass height determines the number of compartments.
2000 mm high carcass must be equipped with at least 2 compartments and can be equipped with 6 compartments at maximum. The
smallest carcass height which allows to form 1 module with 1 compartment is 300 mm. The front can be different colour than the
carcass. Each front can be different decor. Standard front can be replaced with a front with a posting slot and a shelf for mail.

STRUCTURE

ADDITIONAL INFORMATION

EQUIPMENT

– Modules deeper than 420 mm 
(including 420 mm deep) can be used as self-standing.
– Each front can be different decor.

BACK WALL
– 8 mm thick back wall recessed into the groove between the sides of
the sideboard. 18 mm thick back wall as an option with a surcharge.

– Back wall is coated on bo th sides with melamine resin, thanks to
which it can stand independen tly.

– Chipboard coated on both sides with melamine resin with increased
durability - 1st class.
– Chipboard with reduced formaldehyde emission, E1 standard.
CARCASS
– Carcass, top, floor and fronts made of 18 mm thick board as standard
finished with 2 mm thick ABS plastic edge with 3 mm radius.
– Locker carcasses are factory-glued, assembled and delivered as a
whole.

SHELVES
– Shelves made o f 25 mm thick board in the colour of the carcass
finished with 2 mm thick ABS plastic edg e with 3 mm radius.
– 18 mm thick board shelves (behind the front with a posting slot) in
the colour of the carcass finished with 2 mm thick ABS plastic edge
with 3 mm radius are equipped with a sa fety mechanism preventing
shelf pull out.

– Locker fronts are equipped with a one-point dead bolt lock with a 
removable cylinder. The lock can be located on the left or right side - 
to be selected when ordering.
– Other locks a vailable with a surcharge (p.145).
– All doors are equipped with 110° hing es with a so ft close automatic
mechanism.
–The top and floor of the module are equipped markings facilitating
joining modules. The side walls feature 2 markings at the top and 2 at
the bottom to facilitate joining the columns.
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CONSTRUCTION
SHELF 

25mm

SHELF 
                18mm
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SHELF 
25mm

440

440

35
0-

60
0

co
 1

0
35

0-
60

0
co

 1
0

99
0-

20
30

co
 1

0
16

20
-2

03
0

co
 1

0 33
4

36
4

35
0-

60
0

co
 1

0

13
00

-2
03

0
co

 1
0

15

300-600
co 10

300-600
co 10

L

L

R

R

300-600
co 10

L R

5-compartment locker
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 EXEMPLARY MODULES  EXEMPLARY SETS 

4-compartment locker

Vallea Lockers / Equipment

Vallea lockers are made up of modules with sizes customizable in 10 mm increments: height adjusted from 300 mm to 2000 mm,
width from 300 mm to 600 mm, depth from 350 to 600 mm. Modules of different heights are stacked on one another and form a
column. The modules in one column must be of the same depth and width. Carcass height determines the number of compartments.
2000 mm high carcass must be equipped with at least 2 compartments and can be equipped with 6 compartments at maximum. The
smallest carcass height which allows to form 1 module with 1 compartment is 300 mm. The front can be different colour than the
carcass. Each front can be different decor. Standard front can be replaced with a front with a posting slot and a shelf for mail.

Drawing - total height
Table - carcass height
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L o c k s

HANDLE F1

HANDLE F1

BASIC COMBINATION
LOCK

BASIC 
COMBINATION LOCK

PREMIUM
COMBINATION LOCK

CARD KEY

PREMIUM
COMBINATION LOCK

CARD KEY

Lockers are equipped with a one-point dead bolt lock with a removable cylinder as standard. Another solution
can be selected with a surcharge. Removable cylinder enables quick and easy replacement if the key is lost.
Reduces the cost of servicing the locker.

The quick cylinder replacement reduces the risk of access by unauthorized persons in the event of a lost key.

A wide range of locker personalization

Possibility to modify the colors of the locker fronts.

The drop box function reduces the costs related to document flow. Perfect for hybrid solutions in the office.

ELECTRONIC LOCK
WITH KEYPAD 
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CARCASS FRONT

CONSTRUCTION
SHELF 25mm

                   SHELF 
                   18mm

CONSTRUCTION 
SHELF 25mm

STD 1
STD 2
STD 3
STD 4
STD 5
STD 6
STD 7
STD 8

White 
High Gloss White
Gray
Beige
Norwegian Green
Navy Blue
Graphite
Black
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Vallea Lockers / Colours

TRD 1        Blush
TRD 2        Claret
TRD 3        Dark Turquoise
TRD 11      Stark Oak
TRD 12      Flamed Oak

STD 10     Acacia 
STD 11     European Maple
STD 12     Napolitano Oak
STD 13     Gray Spruce 
STD 14     American Oak 
STD 15     Natural Oaky
STD 16     Cherry Havana 
STD 17     Walnut Brown
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Hub Spaces, 582 Honeypot Lane, Stanmore, HA7 1JS, UK
www.auraadesign.co.uk

020 3915 8008
info@auraadesign.co.uk


